


Firing Schedule

LD Porcelain 
Drying 
Temp.
(°C)

Drying 
(min.)

Pre-heating 
(min.)

Vacuum Start 
(°C)

Inc. 
Temp.
(°C / 
min.)

Final 
Temp.
(°C)

Vacuum 
End (°C)

Hold 
(min.)

Wash 400 3-4 1 400 45 780 780 1.0 

1.	Body, Effect, 
Enamel

400 4-5 1-2 400 45 760-770 760-770 1.0

2.	Body, Effect, 
Enamel

400 3-5 1-2 400 45 760-770 760-770 0.5

Glaze 450 3-5 1-2 – 55 750-760 – 1.0

Correction 400 3-5 1-2 400 55 720 720 0.5

Correction - Glaze 400 3-5 1-2 400 55 730 730 1.0

Translucency

Technique Indication

Staining
Cut-
back

Layering Veneer Inlay
Partial 
crown

Anterior 
crown

Molar 
crown

Anterior 
bridge

High T • • • • • •

Medium MT • • • • • • • •

Low 
Opacity

LO • • • • •

Medium 
Opacity

MO • • • • •

Pressing Procedure
Ring size

(g)

Start 
vacuum 
Temp.

(ºC < ºF >)

Heat rate
(ºC / min)

Pressure 
temperature
(ºC < ºF >)

Hold time
(min)

Pressure
(MPa)

Press time  
(min)

100
700 50-60

910 15
 0.5 (Max)

Single crown : 2-3
3 unit bridge : 2.5-3.5200 925 25

1.5 - 2.5 mm

> 1.2 mm
> 1.2 mm

> 0.8 mm

Pramolar >1.2mm
Molar >1.5mm

>1.2mm

>0.8mm

Layering Diagram


